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Single Lever Kitchen Faucet

S-3762-E

• S-3762-E: Single lever lead free kitchen faucet.

•  S-3762-E-HS: Single lever lead free kitchen faucet
with hose and spray attachment

MODELS:

• L ead free NSF compliant

• 8 in. deck single lever kitchen faucet.

• All metal construction.

• Ceramic cartridge.

•  Water conserving aerator reduces flow to 1.8 gpm/6.8 L/min.

•  Copper tube inlets with 1/2 in. NPSM compression threads.

FEATURES:

• Limited Lifetime Warranty (residential)

• 5 Year Limited Warranty (commercial)

Visit www.speakman.com for full product warranty information

WARRANTY:

•  ASME A112.18.1/CSA B125.1 certified

• NSF 61 certified

• NSF 372 certified

• WaterSense

• ADA compliant (S-3762-E only)

STANDARDS:

• BO: 0.5 gpm flow control, vandal-resistant

•  LF: 1.5 gpm laminar flow control outlet, vandal-resistant

•  VR: 2.2 aerated flow control, vandal-resistant

OPTIONS:

Information continues on next page
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   4"
(101mm)

   8"
(203mm)

2" (51mm)
MINIMUM

8"
(203mm)

   1-7/8"
(48mm)

   2-1/2"
(64mm)

6-7/8"
(175mm)

9"
(228mm) 

2-1/2"
(64mm)

6-1/2"
(165mm)

02/07
92-2813
S-3762

8" (203mm)
DECK PLATE

1-3/8" (35mm)
MINIMUM DIAMETER

NOTE:
1. ALL DIMENSIONS ARE IN INCHES (MILLIMETERS) UNLESS OTHERWISE
   SPECIFIED AND ARE SUBJECT TO CHANGE WITHOUT NOTICE.
2. INLETS ARE SIZED FOR COUPLING CONNECTIONS.

DECK

SWIVEL SPOUT

1-1/2" (38mm)
  MAXIMUM
DECK THICKNESS

MOUNTING NUT

1/4" (6mm) NPSM
CAP(SUPPLIED)

BOWL

1/2" NPSM
 (12mm)

8"(203mm)
DECK PLATE

2-1/8"
(54mm)

1-1/16"
(27mm)
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