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EYESAVER FAUCET + EYEWASH

The patented Eyesaver Faucet and Eyewash features two great products in one. 
These models are equipped with patented dual waterways allowing the faucet 
and eyewash to be used independently of each other. Available with standard or 
8” spouts for varying sink sizes. Eyewash is tepid water ready with the installation 
of a Speakman Thermostatic Mixing Valve (STW-370). 

EYESAVER FEATURES

OPTIONS

STANDARDS
• Low-Lead brass construction
• Swivel spout positioning up to 100 degrees
• Patented dual waterways
• Eyewash operates at 1.9 GPM @ 30 PSI
• Lift handle activation for eyewash
• Sensor models available in battery or AC power 

• A-SEF-BOLF: 0.5 GPM (1.89 L/min) faucet flow 
control and 1.5 GPM (5.7 L/Min) laminar faucet flow 
control kit

• A-SEF-NA: Non-aerated eyewash outlets
• A-SEF-ST: Serrated tip for faucet with vacuum 

breaker (Not NSF 61/372 compliant) 
• A-SEF-TW: Thermostatic mixing valve for tepid 

water during eywash usage

• ANSI/ISEA Z358.1
• ASME A112.18.1/CSA B125.1
• IGC 272
• NSF 61/372

SPEAKMAN.COM

SKU DESCRIPTION

SEF-1000 Retrofit Faucet Spout + Eyewash

SEF-1000-8 Retrofit 8” Faucet Spout + Eyewash

SEF-1800 Widespread Faucet + Eyewash

SEF-1800-8 8 Inch Spout Widespread Faucet + Eyewash

SEF-1800-SL Single Lever Faucet + Eyewash

SEF-18100 Battery Sensor Faucet + Eyewash

SEF-18100-8 Battery Sensor 8” Faucet + Eyewash

SEF-18100-8-TMV Battery Sensor 8” Faucet + Eyewash w/ A-TMV

SEF-18100-TMV Battery Sensor Faucet + Eyewash w/ A-TMV

SEF-18102 Battery Sensor Faucet + Eyewash w/ Above Counter Mixer

SEF-18102-8 Battery Sensor 8” Faucet + Eyewash w/ Above Counter Mixer

SEF-18107 Battery Sensor Faucet + Eyewash w/ Manual Override

SEF-18107-8 Battery Sensor 8” Faucet + Eyewash w/ Manual Override

SEF-18107-8-TMV Battery Sensor 8” Faucet + Eyewash w/ Manual Override & A-TMV

SEF-18107-TMV Battery Sensor Faucet + Eyewash w/ Manual Override & A-TMV

SEF-18200 AC Sensor Faucet + Eyewash

SEF-18200-8 AC Sensor 8” Faucet + Eyewash

SEF-18200-8-TMV AC Sensor 8” Faucet + Eyewash w/ A-TMV

SEF-18200-TMV AC Sensor Faucet + Eyewash w/ A-TMV

SEF-18202 AC Sensor Faucet + Eyewash w/ Above Counter Mixer

SEF-18202-8 AC Sensor 8” Faucet + Eyewash w/ Above Counter Mixer

SEF-18207 AC Sensor Faucet + Eyewash w/ Manual Override

SEF-18207-8 AC Sensor 8” Faucet + Eyewash w/ Manual Override

SEF-18207-8-TMV AC Sensor 8” Faucet + Eyewash w/ Manual Override & A-TMV

SEF-18207-TMV AC Sensor Faucet + Eyewash w/ Manual Override & A-TMV

SEF-1000

SEF-1800

• -8 : 8” Goosebeck spout for faucet

ADD-ONS
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